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Translator-Tool for Compact Connect

The translator tool for the Compact Connect gives you the opportunity to translate the program into your language
version.

You find the tool under: C:\ Program Files\ CompactConnect (8] Translator-Tool

Open

able to save the language file. If that’s the case, you have to make a =
* Run as administrator

o If you don’t have the admin rights on your computer, you will not be
right click on the Translator-Tool and choose Run as administrator.

Procedure

1. Start the program by double click. The following window will open:

4 CompactConnect translator tool (1.0_ o[@] =/ ]
File
~
= A
Name Text New Text

Figure 1: Starting the translator tool

2. Now click on and or on the icon. Select a language you want to edit:

G@d N Compuicily I local Dk (G Piog am Files (226] s | CompaciConnect
Organize ~ New folder =~ 0 @
Name ’ Date modified Type Size

T Favorites

B Desktop |= Chinese_CN_utf8 06.01.2017 14:25 LNG File 61 KB

i Downloads ¥ Deutsch_utfa 03.02.2017 15:41 LNG File 66 KB
%] Recent Places 2] Englich_utfs 02.01.2017 07:50 LNG File 62 KB
2] Francais_utfg 241020161505 LNG File 64 KB

4 Libraries &) Raliano_utfa 241020161505 LNG File 63KB
[ Documents 2] japanese 06.01.2017 10:50 LNG File 65 KB
o' Music ] Polski_utfa 241020161507 LNG File 64 KB
[ Pictures &) Portuguese utfa 24102016 15:08 LNG File 63KB
B Videos ] Spanish_utf 241020161508 LNG File 62 KB

1% Computer

i‘h MNetwork

File name: ~ | Languages files -
Coom B [ o |

Figure 2: Open a language file
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3. After selecting a language you will get the next window:

s CompactConnect translator tool (1.0.0.0) - C:\Program Files |

File

4

- Mame Text Mew Text |
Con.'lpactConnect Form » Language Deutsch
- WaitForm
... StartForm HelpFile Help_D pdf
- LogViewDlg
- fParamShow
- ScanDeviceDlg
- DevicelnfoDlg
- ViewSettingsDig
- InterfaceDlg
- Measurement SettingsDlg
- ChangeEmissDig
- OptionsDlg
- C5DeviceSetupDLg
- CTratio Device SetupDig L5
- Mat TableDig
- Adjust SlopeDig
- Adjust SlopeDigCSv2
CTHeadParamDlg
- LoopMairtenanceDlg
- L oopMaintenanceDigCS4_20
- C54_20DeviceSetupDlg
- CSv2Device SetupDlg
- LoopMaintenanceDigCs
- LoopMairtenanceDigCSv2 i

mlanguage Sprache

m

Figure 3: Main window of translator tool

4. On the left side you will find the different categories which you can select. On the right side all the items are
shown which can be translated. There you find the Name, Text and New Text. Type in the new translation
name in the column New Text and press Enter afterwards. To save the change go to and or click
on the icon.

B
-¢- CompactConnect translator tool (1.0.0.0) - C:\Program Files &Tﬁi@nmmh_uﬂslng E.L
File
u
THA
- OptionsDlg - Name Text New Text o
- C5DeviceSetupDLg R R
Ibl Ambient A 10V Temp. @ 10V :
- CTratio Device SetupDig ! =mp. @
.. Mat TableDlg Qutput QUT (gelb)
- Adjust SlopeDig gbOut_Burst Settings Burst-Modus : ﬂ‘
- Adjust SlopeDigCSv2 - -
..CTHeadParamDig IblBurst 1 Value 1: Wert 1:
- LoopMaintenanceDlg L IblBurst2 Value 2: Wert 2:
- LoopMaintsnancsDigCS4_20 IblBurst3 Value 3: Wert 3:
- C54_20DeviceSetupDlg
- CSv2DevicaSetupDlg IblBurst4 Value 4: Wert 4:
- LoopMaintenanceDigCs IblBursts Value 5: Wert 5:
- LoopMaintenanceDigCSv2 X X
. CTDeviceSetupDlg IblBurst& Value 6: Wert 6:
.. Window Digital = IblBurst 7 Value 7: Wert 7:
- SetDefault SettingsDig & |blBurstd Value 8: Wert 8]
- CSMBA_DeviceSetupDLg ;
.CSM3A_DeviceSetupDla IblBurstInterval Intervall:
prilHint Burst Mode unidirektionaler digitaler Ausgang (360...
- |P_DeviceSetupDlg
- Adjust Slope DigCSMBA
- AdjustVideoDig b
- DiagramCompressionDig
- Automatic Snapshot Dig
- fSnapshot i
Figure 4: Translate and save
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Q— ‘CompactConnect translator teel (1.0.0.0) - C:\Program Files (x86)\CompactConnect\Deutsch_utf8.Ing EX
File
=T
THA
- Language El Name: Text New Text e
ComaactCannzctFom IbIEmiss A0V Enissionsgrad @ OV
- WaitForm
StartForm IblEmiss At 10V Emissionsgrad @ 10V :
- LogViewDig gbMVin_Ambient_Settings Anstieg Einstellungen
~fParamShow
.. ScanDeviceDlg Ibl Ambiertt At OV Temp. @ 0V : 3
- DevicelnfoDlg Ibl Ambiertt At 10% Temp. @ 10V I
- View Settings Dlg Output OUT (gelb)
- InterfaceDlg
MeasurementSettingsDlg gbOut_BurstSettings Burst-Modus
- ChangeEmissDig IblBurst 1 Wert 1:
OptionsDlg
IblBurst2 Wert 2:
- CSDeviceSetupDlg
- CTratioDevice SetupDig IblBurst3 Wert 3
- Mat TableDlg IblBurstd Wt 4:
- AdjustSlopeDlg E -
- AdjustSlopeDigCSv2 IblBurst3 Wert 5:
- CTHeadParamDlg IblBurst6 Wert 6:
LoopMaintenanceDig IblBurst7 Weit 7
- LoopMairntenanceDigCS4_20
£54_20DeviesSetupDla IblBurst8 Wert &
- C5v2DeviceSetupDlg IblBurstinterval Intervall:
LL::Em:nmt:::::gzg\‘Z prlHirt BurstMode: unidirektionaler digitaler Ausgang (3600 B
- CTDeviceSetupDig gbOutputMode Modus:
~fWindowDigttal gbFailsafe Failsafe Einstellungen :
- Set DefaultSettingsDlg - .
CSMEA_DeviceSetupDLg IbIHeadFs Tmin Temp min:
- CSM3A_DeviceSetupDLg
C5M3V_DeviceSetupDlg
- |P_DeviceSetupDlg [
- AdjustSlopeDIigCSMBA
- AdjustVideoDlg
- DiagramCompressionDlg
- AutomaticSnapshotDlg
~fSnapshot -
e ———————

Figure 5: Translation is taking over in the column Text

5. You can also create a new language file which does not exist. Therefore go to [Filg] and [Save as]| or click on the
icon and type the new language name in and press Save.

-¢- Save As |i|
Of :tl|_,. » Computer » Local Disk (C) » Program Files (x86) » CompactConnect - | &’| | Search CompactConnect e |
Organize » MNew folder 4= v @

s Eavorites MName . Date modified Type Size
Bl Desktop =] Chinese_CMN_utf8 06.01.2017 14:25 LMG File 61 KB
4. Downloads & Deutsch_utf8 07.02.2017 10:20 LMG File 66 KB
=l Recent Places =] English_utf8 02.01.2017 07:50 LNG File 62KB
=] Francais_utf8 2410.2016 15:05 LMG File 64 KB
- Libraries ¥ Italiano_utf8 24.10.2016 15:05 LMG File 63 KB
@ Documents = japanese 06.01.2017 10:50 LNG File 65 KB
J5 Music ¥ Polski_utf8 2410.2016 15:07 LMG File 64 KB
[ Pictures =] Portuguese_utfd 2410.2016 15:08 LMG File 63 KB
B videos || Spanish_utfg 2410.2016 15:08 LMG File 63 KB

1% Comnputer

“j Metwork

File name: Russian -

Save as type: | Languages files - ]

“ Hide Folders Save ][ Cancel ]

Figure 6: Save As and type in the new file name
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Another way to create a complete new language file that does not yet exist is to start the CompactConnect
software. Then go to the menu [Preferences|and |Language|, choose your language, make a right click on your
selected language and click on Save language file. The current selected language will be saved as a temp file.
This way is recommended because it makes sure the latest CompactConnect software features are included.

-{}— CompactConnect 1.10.1 EIL
File Measurement Device Diagram View E Preferences | 7
[ E P 0 o 42 Interface ... . ||
Opern Sawve | Interface Connect Disconn. |5 . Lazer
Options ...
31,4 : Language B o
30,7 % Set software default settings Lalssl Save language file
! - @ English J
1 ] ||

Figure 7: Save language file under CompactConnect
A Temp.Ing file (language file) is created and you find it under:
C:\ Program Files\ CompactConnect

The next step is to rename the file into your language name. After doing that go again in the Translator-Tool and
open the new created language file (LNG File). Now you can translate the language as described above.

@@- | » Computer » Local Disk (C:) » Program Files (86) » CompactConnect v | 42 ||| Search CompactConnect
File Edit View Tools Help
Organize ¥ Includeinlibrary v Sharewith v Bum  New folder = @ |
43¢ Foverites T et o om
B Desktop 4 Corporate 08102003 01:24 Icon 1K8B
pad Dty ] Corporate 21.07.2016 14:40 Configuration sett... 1KB
‘£ Recent Places Ol cpp_ds 101020181556 Application 141KB
] Deutsch_utfs 070220171045 LNGFile 66 KB
Gl Libraries ] English_utfs 02012017 07:50 LNGFile 62KB B
> & Documents ] Francais_utfe 24102016 1505 LNG File 64 KB
> ) Music = Help D 10.05.2014 13:50 Adobe Acrobat D... 2206 K8
> [ Pictures = Help.E 19.05.2014 13:50 Adobe Acrobat D... 2182K8
» [ videos 2] Taliano_utfs 2410.2016 15:05 LNG File 63 KB
= ] jspanese 060120171050 LNGFile 65KB
| > 1% Computer ] Polski_utfs 24102016 15:07 LNG File 64 KB
] Portuguese_utfs 201020161508 LNGFile 63KB
» €l Network L
& setup 100920131655 Bitmap image 3772 K8 E
|| Snapshot.defcfg 200620131544 DEFCFG File 1K8
] Spanish_utfs 241020161508 LNGFile 63KB
2| Startlmage 1107.20161507 ___ Bitmap image 363 KB
I | Temp 07.02.201710:30 __ LNGFile 63 KB I
H TempDisplay 251020161509 Application 2.467 KB
7 Translstor-Tool 201020161415 Application 108 K8
& Trigger 251020130839 Bitmap image KB
4] uninso00 201220160930  DATFile 10K8
9 unins000 201220160929 Application 704 K8 E|
, 29 items

Figure 8: Temp language file

Also if you want to update your already translated version from last time based on a new CompactConnect
version that has for examples new features included, you only need to translate the new features by selecting
your language under menu [Preferences| and [Langauge]. Afterwards save the language file as a temp file,
rename it again and now you can translate the new features.
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